
General
Please read these instructions carefully before commencing installation and retain them for future reference. If in any doubt,
we recommend that you consult a qualified electrician. These products must not be modified. If any modification is made, it
may invalidate the warranty and may render the product unsafe. All electrical installations must be carried out in accor-
dance with current IEE Wiring Regulations (BS7671). 

Safety instructions
1. Before commencing installation or maintenance, isolate the mains supply by switching off at the fuse box.
2. This product is only suitable for connecting to a 240V 50Hz supply. The lights should be mounted onto a secure surface. 

Position lights where they will not be directly exposed to steam, splashes etc. Do not attach to surfaces which are damp, 
freshly painted or otherwise electrically conductive.

3. This product is suitable for indoor use only.
4. This product is not suitable for use in the bathroom.
5. Minimum distance from illuminated objects is 300 mm.
6. Ensure the lights are kept away from materials that may burn (e.g. curtains and bedding).
7. Suitable for furniture installation.
8. Replacement tubes available in store.
9. Appropriate for installation on normally flammable material (e.g. wood), not highly flammable surfaces (e.g. cardboard, 

textiles)
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Always supply
from a spur.

Please note:
Please do not connect the lamp to mains voltage until installation is completed. The fitting is fixed by two lugs, one at each end by two screws,
all provided.

This product must be permanently connected to fixed wiring via a suitable switched fused spur, a fuse rated at 3 Amps must be used. The wires
should be connected as follows:

Brown - Live
Blue - Neutral

This product is double insulated and should not be connected to earth. www.hafele.co.uk

Light Max. no. of lights Min. distance  between lights

T5 Important recommended specifications1 x T5 Flourescent tube
1 x 2 m mains lead
2 x Lugs, fixing screws
Can be used individually without connecting lead, using mains lead only
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1) Fix one lug with a screw to the mounting surface as
 in figure 1.

2) Slide the groove at one end of the fitting over the lug
 as far as it will go (fig. 2).

3) Fix the second lug with the second supplied screw onto
 the mounting suface at the other end of the fitting (fig. 3).
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4) Slide fitting over the second lug until both lugs are at the centre
 of the fitting grooves (fig 4).

5) Light fittings may be inter-connected to each other depending on
 the wattage, please see important specification table above.
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6) PLEASE NOTE: Unused mains sockets must be plugged using
 cap provided (fig. 6).

6W      12           12 mm
8W      12           12 mm
13W      12           12 mm
21W       5           17 mm
28W       5           17 mm


